












12:37 pm 22 Push side, top of oven door 

12:37 pm 24 Push side, c huck door 

12:38 pm 27 Push side, top of oven door 

12:43 pm 40 Push side, top of oven door 

12:43 pm 42 Push side, top of oven door 

12:45 pm 48 Push side, top of oven door 

12:47 pm 54 Push side, top of oven door 
and standpipe 

12:47 pm 58 Push side, top of oven door 
and standpipe 

12:48 pm 63 Push side, top of oven 
door,gooseneck,and 
standpipe 

12:48 pm 67 Push side, top of oven door 
and standpipe 

12:49 pm 70 Coke side, top of door and 
standpipe 

12:50pm 72 Coke side, top of door and 
standpipe 

12:50 pm 69 Coke side, top of door and 
standpipe 

12:50 pm 68 Coke side, top of door and 
standpipe 

12:52 pm 64 Coke side, top of door and 
standpipe 

12:52 pm 71 Coke side, top of door and 
standpipe 

Observations were performed in accordance with Ohio SIP Rules 3745 l 7-03(B), 3745 l 7-
07( B)(2)(d)(ii) and 3745 l 7-07(B)(2)(b ). OAC Rule 3745 l 7-07(B)(2)(d)(ii) requires that at no 
time shall there be visible fugitive particulate emissions from more than ten percent of the oven 
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doors, and 3745 17-07(B)(2)(b) requires that at no time shall there be visible fugitive particulate 
emissions from more than 10% of the offtake piping. Based on the data collected during 
observations at oven doors, visible fugitive particulate emissions were leaking from AK Steel's 
Wilputte Battery from 14 out of 152 doors during one observation, at a rate of9.2%, and from 24 
out of 152 doors during the second observation, at a rate of 15.8%. Based on observations at 
offtake piping, visible fugitive particulate emissions were leaking from AK Steel's offtake 
piping, as defined at OAC 3745-l 7-03(B), from offtake piping components associated with 21 
out of 152 ovens, at a rate of 13.8%. 

Separately, two EPA Region 5 scientists performed Geospatial Monitoring of Air Pollution 
(GMAP), using a portable meteorological tower, a DUV AS analyzer, and Picarro cavity 
ringdown spectroscopy analyzer, to measure BTEX, SO2, and other VOC at fixed points near the 
battery. The GMAP report will be documented separately. 

Photos and/or Videos: were taken during the inspection. 

Field Measurements: were taken during this inspection. 

CLOSING CONFERENCE 

We thanked AK Steel personnel for their time and told that we would follow up with a copy of 
the inspection report when it was completed. We confirmed that nothing we had discussed was 
Confidential Business Information. We stated that we may issue a Section 114 Information 
Request or follow up with questions via phone or email. 

ATTACHMENTS 

Attachment A: AK Inspection Media (in CD format) 

Attachment B: AK Inspection Media Log 

SIGNATURES 
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138 P5080141.JPG 7/10/2018 20:51 39.4795, Offtakes and 
standpipes 

-84.384183 68 and 69 
139 P5080142.JPG 7/10/2018 20:51 39.479498, Collector 

main over 

-84.384182 67--7! 
140 P5080143.JPG 7110/2018 20:51 39.479498, Offtakes and 

standpipes 
-84.384182 71-72

141 P5080144.JPG 7/10/2018 20:51 39.479498, Offtakes and
standpipes

-84.384182 74-76
142 P5080145.JPG 7110/2018 20:51 39.479498, Offtakes and

standpipes
-84.384182 74-76

143 P5080146.JPG 7110/2018 20:51 39.479498, Offtakes and
standpipes

-84.384175 66-70

Video Log 

File Name Date and Time (incl. time Latitude and Longitude Description of 
zone and DST) Video 

P5080006.MOV 7/1012018 20:48 Accidental 
video started 

P5080007.MOV 7/1012018 20:48 Coke Battery 
Push Side 
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